
Speed Cover
Running upper completions requires the installation of cross coupling clamps to maintain tension on the 
control lines. During clamp installation a hole cover is installed and removed for each and every single. 
Saving time on hole cover installation reduces flat time for clamp installation and contributes to a more 
efficient operation.
Just 10 seconds saved on each connection can save 15-30 minutes on a completion run. Depending on 
the rig day rate the speed cover can pay for itself in saved rig time in just one run.

In use with major international offshore drilling contractors worldwide.

Old Way

• Improper fitting tarpaulin installed 
and removed?

• Tarpaulin left on rig floor in between 
connections?

• Time lost for hole cover to be 
installed, removed and put away 
between connections.

RIGTOOLS Way

• Cover installed and removed with optimum
efficiency.

• Hole cover designed for fit over and around
flush mounted slips.

• Heavy duty rubber flap to prevent any
dropped object in the hole.

• Light weight hard aluminium cover for ease of
handling.



TECHNICAL SPECIFICATIONS

DIMENSIONS

• Metal frame with flexible rubber opening and durable high visibility tarpaulin.
• OD 41”
• ID varies depending on DP size.
• Customized covers can be made on request.
• Weight less than 5kg.

SIZEPart Number WEIGHT

11120 Custom ID 5 kg

11121 4 1/2" 5 kg

11122 5 1/2" 5 kg

11123 7" 5 kg




